Idaho Transportation Department
Percent of MADT At Continuous Count Vehicle Length Sites

Site ID: 001800 039.890 Scheme ID: 2
Location:  #045 SH-3 0.9 Mi. N. of Jct SH-8 (Bovill) County: LATAH
Axle Factor Group: 3 Growth Factor Group: 1
Seasonal Factor Group: 12 FHWA Functional Class: 6
1995 Traffic Year
LENGTH Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Avg
0>-6' 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
6>-20' 45.9 53.1 65.6 75.4 73.2 62.2 65.8 61.0 62.3 68.4 66.8 53.9 62.8
20>-40' 40.0 359 21.6 6.3 13.0 25.0 25.4 28.1 26.5 18.6 24.2 359 25.1
40>-115" 14.1 11.0 12.8 18.2 13.7 12.8 8.9 10.9 11.2 12.9 9.0 10.2 12.1
MADT 449 386 345 400 532 638 738 785 748 630 504 472
UNCLS (1)

Note 1: For unclassified lengths, the percentage is based on all vehicles counted.
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